
MODEL NUMBER

EM1622T      

EM1636T       

EM1622TK     

EM1636TK           

SEAL DIMENSIONS
   FRONT          SIDE

22” 16”

56 cm 41 cm

36” 16”

91 cm 41 cm

22” 16”

56 cm 41 cm

36 “ 16”

91 cm 41 cm

MACHINE DIMENSIONS 
  WIDTH      HEIGHT      LENGTH

27” 50” 63”

69 cm 127 cm 160 cm

27” 50” 91”

69 cm 127 cm 231 cm

27” 50” 63”

69 cm 127 cm 160 cm

27” 50” 91”

69 cm 127 cm 231 cm

  WEIGHT     SHP WT.

400 lbs 500 lbs

159 kg 226 kg

500 lbs 600 lbs

226 kg 272 kg

400 lbs 500 lbs

156 kg 226 kg

500 lbs 600 lbs

226 kg 272 kg

First in Quality. Built to Last.

7041 Boone Avenue North, Brooklyn Park, MN 55428 
(763) 428-4846	 1 (800) 835-9344	 fax (763) 795-8867 
www.eastey.com  	info@eastey.com 

STANDARD POWER
  VOLTS       AMPS    PHASE

220/110 15/20 1

220 20 1

220/110 10/20 1

220/110 10/20 1

1 a

32

1. Casted seal head
   Available in hot knife or hot wire seal systems.

2. Product Tray
   Adjustable product tray easily separates �lm 
	 and accommodates variety of product sizes

3.	Pin Perf
   Adjustable pin perforator provides air evacuation in �lm

4.	Control Panel
   Simple, easy to use control panel with automatic cycle timing 

5. Conveyor
   Takeaway conveyor can be raised or lowered to center the 
	 seal on your product 
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1 bhot knife hot wire
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